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Ultra-DrainGuard®

"

Keep Sediment and Other Pollutants From Entering The Water System With Ultr
DrainGuard Catch Basin Inserts

e Stormwater pollution has become a major
concern both locally and on a natlonal level.
Ultra-DrainGuards remove waste from
stormwater before it can become 2 problem In
the water system,

o Helps comply with NPDES, 4D CFR 122,26 (19%99)
when used as 8est Monagament Practice In
Storm Water Pollution Prevention Plans.

» Designed for practical use in:

o Industrial Facilities ~ keep oll and
other contaminants from entering
storm drains.

©  Construction Sites - copture
eroded soll and wind-blown debris.

o Parking Lots, “Drive-Up" Retall
Facliities « selected geotextiles
¢ollect ofl, Fuel and other
contaminants that drip from cars,

* Ol & Sediment Mode) (Part # 9217/9356)
— remaves up to .87 gallons of hydrocarbens as
well as dirt, sand and other contaminants.

¢ Oll & Sedimant Plus Modal (Part #
9219/9358) ~ the addition of X-Tex fiter strips
Increases oil and grease absorption by ,51.
gallons, offering a total capaclity of 1,38 gallons
of hydracarbon removal.

ULTRA-DRAINGUARD
oW & Sediment Model )
{Part# 9218, 48°L x 36"W x 18"H (10-Pack)
Weight: 10 Tbs. (Parth 9218) |
1 2 Lbs. (Part# 9356) ‘
Performance - [
loil: Up to.87 gallons
tSediment: Up to 40 |bg, i

* The total water flow rate throughlhmnksert in niew candition is in exeess of 500 gpm:Fﬂe o
ibypass rate is approximately 700 gpm, ]

L
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PermeaTex NWL 500 Spun Bond Geotextile

Our PermeaTex NWL 500 geotextile is a spunbonded, polypropylene geotextile that is recommended for
drainage, fitration, separation, and soil reinforcement applications. Specific areas of use are subdrainage
under roadways and playing fields, foundations, railway construction, rock buttrasses, and slope drains.
These deotextile products are resistant to ultraviolet degradation and to biolegical and chemical
environments found in normal soil areas.

Unit Weight Ozlyd2 2.0
Roll Width ft 3
_Rall Length fi ‘ 300’
Grab Tensile Ibs ASTM D4596 67
Grab Elongation % ASTM D4632 50
Punocture Strength lbs ASTM D4833 20
Mullen Burst psi ASTM D3786 80
Trapezoidal Tear Ibs ASTM D4533 34
A0S, U.S. Sieve ASTM D4751 30
Water Permeability emisec ASTM D4491 0.10
Water Flow Rate gpm/s.f. ASTM D4491 184
Water Permittivity sec ASTM D4491 2.5

Note: Minimum average roll values are based on a 95% confidence level.

PermeaTex“" Geotextile Products are manufactured by varlous manufacturers for distribution by Northwest Linings. PermeaTex™
isa %Lade name of Northwest Linings and any usa of this name without the express written cansent of Northwest Linlngs is strictly
prohlbited.

The information and dats ¢ontained hereln are helieved to be accurate and rellable. Northwest Linings makes no warranty of any
kind and accepts no responsibility for the results obtained through application of (his information.
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Mirafi

Dandy Drop Inlet Protection

Flat Grate and Mountable Curb Inlet Protection

Technical Data for FW® 402 Geotextile

[T YAI

‘Tha vrango eolar gootoxtlle I n tradamnrk of Dandy Praducts, Inc,

Propenty Test Method tUnits Marv

Grab Tansila Strangth {MO x CD) ASTM 0 4632 kN {lbs} 1.62 (365) x 0.89 (200}
Grab Tensils Elongation ASTM D 4632 9 24x 10

Punetura Strangth ASTM D 4833 k¥ [1bs] _ 0.401(g0)

Mullen Burst Strength ASTM D 3785 P {psil 3097 {450)

Trapezaid Yoar Strangth (MD x CD) ASTM D 4533 kN {lbs) 0.51 (115)x 0.33 (75)
Parcant Open Area (FOA) COE -22126+86 % 10

Apparent Opening Size (AQS) ASTM D 4751 mm (US Std Sieve) 0.425 {40}
Parmittvity ASTM D 4491 sac-! 21

Parmaability ASTM D 4491 cm/sec 0.14

Water Flow Rate ASTM D 4451 I/min/in2 {gal/mia/ft2) 5907 (145)
Ultraviolet Rasistanca ASTM D 4353 % 0

Calor Orange

US Patent No. 5,725,782, 6,010,522, & 6,749,368
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Dandy Drop Inlet Protection

Flat Grate and Mountahte Curly Inlet Protection

R VYL VY

OUR COMPANY

TanCata davelops and nraducés matarials that
fungtion 1o incraase parfarmance, reduce costs
and doliver measurabla rasults by working with
our customers to provide advancad salutions,

Dundy Praducts oxclusivaly by TenCata,
Geosyntherics have an engineered design in
whieh suspandad salids arg ollowed to setdo
out of the slowsd flaw and are capturad prior
to entering e inlet.

QUR PRODUCTS

DANDY BAG®

The patented Dandy Bag® is dasignad for use
with flat grates {including round) and mountable
cuths ta filtor sadiment-leden storm water.

Tha Diffarance Dandy Bag® Makas:

» Unique patented design keaps silk, sadiment
and dabris out of storm systems.

+ Reduces the naed to fush/clean inlets.
* Fobricated from orange gaotextlle,

« Easy to inatall, Ingpect, and re-usa,

s Raduces ourflow turbidity.

HITR
Indusirsal Fabries
Synihane Grass

Marstiva & Goliost Ealinas
Arrospice Compositas
Atman Ginposiy

INSTALLATION GUIDELINES

Remova grata from frams and.slip into Dandy Bag®.
Tuck the enclogure flap inside 10 completely enclose
the grate. Holding the lifting devices {da nol rely on
lifting davices to suppart the entire waight of the
grate}, placa the grate into its frame.

DANDY SAGK™

" Tho Dandy Sack™is an opsn-top bag the! is

dasigned to hang underngath a starm grate to filter
segiment-laden stormwarar,

The Difference Dandy Sack™ Makes:

» Easy installation. No rebar raquired,

» Internal straps cradle grate for added
sagurity when installing & removing.

* 2ft, containmant 3r@a is very managsable.

* Available in 4 standard slzes.

v Available with optional ail absorbunts,

» Available with patentad curb blacking
tachnalopy, Oandy Curb Sack'*

INSTALLATION GUIDELINES

Remova the grate fron cateh basin and stand on
end. Mave the top lifting straps out of the way and
placa tha grato into the Dandy Sack™ so that tha
grate is below the top straps and abave the lower

straps, Holding the filting swrags, insart the
grate inta the inlet.

DANDY POP"™

The Dandy Pop™ is dasigned for use with fiat
fiald gratas 10 filter sediment-laden watar. The
Dandy Pap™ fully encloses the grate, virually
aliminating sedimant infiltration.

The Difference Dandy Pop™ Mokes;
» Unique patented dasign keaps silt,
sediment and debris out of storm systems.
» Easily visible to maching oparalars 1n tha fiald.
¢ Pops open in a sgcond,
» Dome design providos gasy tleaning
and maintsnance.
» Standard sizes 1o fit any grate

INSTALLATION GUIDELINES

Pop opan tha Dandy Pop™ near tho inlat,
Remove grate from frame and place into
Dandy Pop™, Pull up stack and seal haak and
laap fastener to enclusa thg grate! Holding
the lifting straps, insert the grate into the
infet making surs that the prata soats
complataly in the frame,
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Mirafi® FF101

Mirafi® FF101 geotextile is composed of high-tenacity monofilament polypropylene yarns,
which _are woven into a stable network such that the yamns retain their relative position.
Mirafl® FF101 geotextile Is Inert to biological degradation and resistant to naturally

encountered chemicals, alkalis, and acids.

, Minimum Average Rof!
Mechanical Properties Test Mathod Unit Value
' MD cD
Grab Tensile Strength ASTM D 4632 N (Ibs) 667 (150) | 4236 (35)
Grab Tensile Elongation ASTM D 4632 % 17 14
Mullen Burst Strength ASTM D 3786 kPa (psi) 1206 (175)
1 mm (U.8.
A0S ASTM D 4751 Sieve) 0.60 (30)
I/min/m?® 4074
Permittivity ASTM D 4491 . sec-1 29
, % strength
UV Resistancs (at 500 haurs) ASTM D 4355 retained . 80 )
" ASTM D 4751: AOS is & Maximum Opsning Diameter Value
Physical Properties Unit Typical Value
Color - Black or Orange
Roll Dimenslons m 0.9 x 305
(width x length) (ft) (3 x 1000)
Roll Area m* (yd) 275 (333)
Estimated Roll Weight kg (Ib) 50 (110)

Disclalmer: TenCate assumes no liability for the aceuracy or comnpleteness of this information ar for the
ultimate use by the purchaser. TenCate disclaims any and all express, implied, or statutory standards
warrantles or guarantees, including without limitation any implied warranty as to merchantability or fitness
for a parlicular purpose or arising from a course of dealing or usage of trade as to any equipmient
materlals, or information furnished herewith, This document shauld not be construed as engineering

advice.
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Ultra-DrainGuard®

Specifications

Minimum Average Fabric Values
Properties ASTM Test Value
Material: Non-woven, Polypropylene Geotextile
Size Dimensions: 48" L. x 36"Wx 18" H
Grab Tensile (Ibs) D 4632 215
[Elongation (%) D 4632 50
Trapezoid Tear (Ibs) D 4533 85
IPuncture (Ibs) D 4833 115
[Mullen Burst (psi) D 3786 360
Perrmittivity (seo-1) D 4491 0.9
Permeability (cm/sec) D 4491 0.25
AO.S. (U.S. sieva no.) / Microns D 47561 807180
UV Stability (strengtt retainad %) 500 hrs D 4355 70 ‘
Weight (oz/yd2) (typical) D 5261 9
Thickness (mils) D 5199 85
Flow (through material gpm/fre) D 4491 65
Flow (including bypass gpm)* 770
Flow {including bypass cfs)® 1.7
* Larger bypass flow rate designs are available

11542 Davis Creek Court Jacksonville, FL. 32256 800-353-1611

Website: www.stormwater- products.com
E-mail: info@stormwater- products.com
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